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2016-03-29 I PI Ceramic I Products
PI Ceramic is expanding its portfolio of round multilayer piezo actuators. They are now available without inner hole in lengths of 16 mm, 36 mm or 77 mm and provide travel ranges from 14 µm to 70 µm. The diameter is 16 mm.
The P-088 series of multilayer actuators achieve their maximum deflection at low operating voltages of only 100 V. The resonant frequency of up to 68 kHz is very high which makes the actuators very well suited for highly dynamic processes. Just like all PICMA® multilayer actuators, they have microsecond response time and subnanometer resolution.
The Technology: Highly Flexible
The actuators are made of round PICMA® Chip actuators that are glued together. This technology allows flexible scaling and fast production – with correspondingly short short delivery times. The gluing procedure does not impair the high reliability and long lifetime of the PICMA® actuators. As standard, they are provided with 100 mm stranded wire connections. 
The Integration: All-Round Perfection
The round outer diameter for example, fits perfectly into premanufactured case components made from semifinished tubes. This means that the high-performance actuators are particularly suitable for use in the fields of laser tuning, microdispensing and life science.
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P-088 multilayer actuators in various different sizes

For more information, refer to: http://www.piceramic.com/product-detail-page/p-088-100821.html
PI Ceramic in Brief
[bookmark: _GoBack]PI Ceramic is considered a global leading player in the field of piezo actuators and sensors. The broad range of expertise in the complex development and manufacturing process of functional ceramic components combined with state-of-the-art production equipment ensure high quality, flexibility and adherence to supply deadlines. Prototypes and small production runs of custom-engineered piezo components are available after short processing times. PI Ceramic also has the capacity to manufacture medium-sized to large series in automated lines. PI Ceramic, a subsidiary of Physik Instrumente (PI) GmbH & Co. KG, is located in the city of Lederhose, Thuringia, Germany.
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